
NOTE
USE SANDBAGS; STRAW BALES
OR 011CR APPROVED METhODS
TO CHANNEUZE RUNOFF TO BASIN
AS REQUIRED. /

/ DIVERSION RIDGE REQUIRED
WI-IERE GRADE EXCEEDS 2%

EX1S11NG PAVED
ROADWAY

SECTION A-A

NO1E&

1. ThE ENTRANCE SHALL BE
MAJNTMNED IN A CONDITiON
11-tAT WILL PREVENT 1RACIONG
OR ROWING OF SEDIMENT ONTO
PUBLIC RIGH1S-Of-WAY. 11115
MAY REQUIRE TOP DRESSING,
RAIR. AND/OR CLEANOUT OF
ANY MEASURES USED TO iRA?

SEDIMENT.
2. WI-lEN NECESSARY, WHEELS

- SHALL BE CLEANED PRIOR TO
DI1RANCE ONTO PUBIJC RIGHT-

OF-WAY.
3. WHEN WASHING IS REQUIRED.
IT SNAIL BE DONE ON AN AREA

STABLIZED WITH CRUSHED STONE

NAT DR4JNS INTO AN APPROVED
SEDIMENT TRAP OR SEDIMENT
BASIN.

TEMPORARY SRAVEL CONSTRUCTION ENTRANCE/EXIT

SEDIMENT BARRIER

STRAW BALE TYPE SHOWN

SUPPLY WATER TO WASH

WHEELS IF NECESSARY

SPILLWAY

/

FiLTER FABRIC
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